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1 Pipeline Recipes Interfaces

In this section we provide for each recipe examples of theired input data. and corresponding frame TAGs
as expected by the recipes provided by the detmon package.

An instrument pipeline using the corresponding detmonréttyos may rely on different tag values. In that case
we remind the user to the corresponding pipeline user mamdbn line man page recipe documentation.

We also provide a list of the pipeline products for each recipdicating their default recipe name (eventually
replaced by esorex to a given standard), the value of the k¢y/®ord HHERARCH ESO PRO CATG (in short
PRO.CATG) and a short description.

For each recipe we also list the input parameters (as thegaapp the recipe configuration file), the corre-
sponding aliases (the corresponding names to be evensiglhn command line) and their default values. Also
quality control parameters are listed. Those are storectligvant pipeline products. More information on
instrument quality control can be found emw. eso. or g/ gc.

1.1 detmon_ir_Ig

This recipe determines Linearity and Gain of detectors énitiirared domain.

The Linearity reduction part computes the detector resp@ssa function of the pixel intensity, fitting this
function to a polynomial whose coefficients help to deteenmirhen it becomes non linear.

The Gain reduction part computes the Gain of the detector.

Both reduction steps are merged in this recipe as both attesame input interface. There are some variants
to both reduction parts, controlled by the input parametSee (reference to Algorithms) for details.

1.1.1 Input
This recipe expects input frames clasified either as ON_RAAS®OFF_RAW. Each instrument pipeline adop-
ing detmon algorithms may change this value. Pls refer th @atrument corresponding recipe man page.

If no modification is done to the default behaviour, there ninestwo frames tagged ON_RAW and two frames
tagged OFF_RAW for each distinct DIT value found among irfparnes.

If the parametecollapseis set to TRUE, then the requirement for pairs of frames tdggeF_RAW disappears,
and these frames are used in a different way.

The number of distinct DIT values among input frames mustthesstorder + 1 as well.
1.1.2 Output

The following table lists all possible products of this i Please note that not all of them are always created.
Creation of some of these products depends on the valuegshwd input parameter(s).
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Default recipe filename PRO.CATG Short description

detmon_ir_Ig_linearity table.fits DET_LIN_INFO | Linearity Table
detmon_ir_Ig_gain_table.fits GAIN_INFO Gain Table
detmon_ir_Ig_coeffs_cube.fits | COEFFS_CUBE| Coefficients cube

detmon_ir_Ig_bpm.fits BP_MAP_NL Bad pixel map
detmon_ir_Ig_diff_flat_i.fits DIFF_FLAT Difference images
detmon_ir_Ig_autocorr_i.fits AUTOCORR Autocorrelation images

The last two products are genereated onlgufocor is set to TRUE.

If no modification is done to the default behaviour, this pecproduces only the first four products in the list.

Further details about conditions for product creation carfidund along this section.

Both Linearity and Gain Tables are created in all possibkraton cases.

Content of the Linearity Table

For each distinct DIT value, this table logs:

Name

Description

DIT
MED
MEAN

ADL

MED_DIT Ratio MED / DIT
MEAN_DIT | Ratio MEAN/DIT

Detector Integration Time in s
Median intensity of(on; — of f1) + (on2 — of £2)]/2
Mean intensity of(ony — of f1) + (ona — of 2)]/2

Column DIT multiplied by mean value of column MED_DIT

Content of the Gain Table

For each distinct DIT value, this table logs:

Name Description
DIT Detector Integration Time in s
MEAN_ON1 Mean intensity obn; (< ong >)
MEAN_ON2 Mean intensity obns (< ong >)
MEAN_OFF1 Mean intensity obf fi (< of f1 >)
MEAN_OFF2 Mean intensity obf fo (< of fo >)
SIG_ON_DIF Standard deviation inn; — ona  (Gondif)
SIG_OFF_DIF Standard deviation inf fi —of fo (0offaif)
GAIN (<oni1>+<ona>)—(<of fi>+<of f2>)

(ochdif —05rdif)
AUTOCORR Autocorrelation factor
GAIN_CORR GAIN / AUTOCORR
ADU (Konp >+ <ong>)—(<offi >+ <offa>)/2
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X_FIT Independent (X) variable used in the fit
X _FIT_CORR Independent (X) variable used in the fit (differs from X_FfRutocorrelation active
Y_FIT Dependent (Y) variable used in the fit
Y_FIT_CORR Dependent (Y) variable used in the fit (differs from Y_FIT @etrrelation active)
FLAG If 0 the corresponding frame is saturated
ESO DET WINi UIT1 | user defined subintegration time

In case of saturated frames all columns but EXPTIME (or DIJ &LAG are filled by -999.0.

The Coefficients Cube is created onlypik2pix is set to TRUE (default behaviour for this recipe). It conai
as many planes asder + 1, each pixel in planecontaining the value of the coefficient or ordef the fitting
computed for that position.

The Bad Pixel map depends on information contained in thdfiCemts Cube, so it is created together with it.
Its content may vary depending bpmbin.

If bpmbin is set to FALSE (default behaviour for this recipe), eactephas an integer value, power of 2 or
combination of powers of 2. Poweof 2 means that pixel deviates from the median polynomiaffadent of
orderi.

If bpmbin is set to TRUE, then the Bad Pixel Map will be a binary one, amiig only O for correct pixels and
1 for all possible bad ones.

The Difference and Autocorrelation images are only creédtégitermediate is set to TRUE (default behaviour
for this recipe is FALSE). They represent intermediate stefthe Autocorrelation factor computation.

1.1.3 Quality control

Lamp flux QC LAMP FLUX in ADU/s.

Detector gain The computed gain, QC GAIN, and the corresponding errore@€&€ GAIN ERR, both in
e~ IADU units and its inverse QC CONAD in ADU/, and the autocorrelation factor QC AUTCORFA.

And from the linearity part of the recipe:

Lamp flux and stability The lamp flux (QC LAMP FLUX) and its relative stability (QC LARISTAB).

Non linear coefficients The polynomial fit coefficients (QC LIN COEFi, i=0-2) and theresponding errors
(QC LIN COEFi ERR).

Effective non linearity An additional QC parameter is QC LIN EFF, the effective nmérity correction at
a reference user defined levef _level: Q'(ref_level).
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Number of non polynomial pixels The recipe monitors the number of pixels deviating from thi/pomial
fit (QC NUM BPM). Those bad pixels results from the additiorthad pixels that on each plane of the polynomial
coefficients cube deviates more thieappa times the standard deviation computed on each image platie of

cube.

Fixed Pattern Noise The detector Fixed Pattern Noise, QC FPN.

1.1.4 Parameters

- - et hod

--order
- - kappa
--niter
--11x

--lly

--urx

--ury

--ref_| evel
--internediate
--autocorr
--col | apse
--rescal e

- - pi X2pi X

- - bprbi n
--m

--filter

--n

--tol erance
- - paf nane
--exts
--fpn_net hod

--fpn_snoot h

Met hod to be used when conputing GAIN. Met hods
appl i able: <PTC | MeED>. By default PTC nethod will be
applied. [PTC]

Pol ynom al order for the fit (Linearity). [3]

Kappa val ue for the kappa-sigma clipping (Gain). [9.0]
Nunber of iterations to conpute rns (Gin). [5]

x coordi nate of the lower-left point of the region of
interest. If not nodified, default value will be 1.
[-1]

y coordinate of the |lower-left point of the region of
interest. If not nodified, default value will be 1.
[-1]

x coordi nate of the upper-right point of the region of
interest. If not nodified, default value will be X

di mensi on of the input inmage. [-1]

y coordi nate of the upper-right point of the region of
interest. If not nodified, default value will be Y

di mensi on of the input imge. [-1]

User reference | evel. [10000] ADU

De-/Activate internedi ate products. [ FALSE]

De-/ Activate the autocorr option. [FALSE]
De-/Activate the coll apse option. [FALSE]

De-/ Activate the image rescal e option. [ TRUE]

De-/ Activate the conmputation with pixel to pixe
accuracy. [ TRUE]

De-/ Activate the binary bpm option. [ TRUE]

Maxi mum x-shift for the autocorr. [26]

Upper limt of Median flux to be filtered. [-1]

Maxi mum y-shift for the autocorr. [26]

Tol erance for pair discrimnation. [0.001]

Specific nanme for PAF file. [sinfo_rec_lingain]
Activate the nmulti-exts option. [O0]

Met hod for computing Fi xed Pattern Noi se (SMOOTH or

H STOGRAM) . [ H STOGRAM

tenmpl ate size in pixels for smoothing during FPN
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conmputation (only for SMOOTH net hod). [13]
--saturation limt : all franes with nean saturation above the lint would
not be used in cal cul ation. [65535. 0]
--coeffs_cube split . if TRUE, the recipe wites a COEFFS _CUBE product each
extension in a separate file. [FALSE]
NOTE

Please note that to compute on all extensions the user muisegEmrameteextsto -1 (default is 0 - no extension
case).

1.2 detmon_opt_lIg

This recipe determines Linearity and Gain of detectors éndptical domain.

The Linearity reduction part computes the detector resp@ssa function of the pixel intensity, fitting this
function to a polynomial whose coefficients help to deteemirhen it becomes non linear.

The Gain reduction part computes the Gain of the detector.

Both reduction steps are merged in this recipe as both attesame input interface. There are some variants
to both reduction parts, controlled by the input parametSee (reference to Algorithms) for details.

This recipe determines the mean flux in five reference fieldeetletector in order to measure contamination.

1.2.1 Input

This recipe expects input frames classified either as ON_Rt&@/to be used to indicate FLAT exposures taken
with the lamp on) or as OFF_RAW (tag to be used to indicate toéames). Each instrument pipeline adoping
detmon algorithms may change this value. Pls refer to eathuiment corresponding recipe man page.

If no modification is done to the default behaviour, there ningstwo frames tagged ON_RAW for each distinct
EXPTIME value found among input frames.

The default behaviour for this recipe is having the parametiapseis set to TRUE, which makes the recipe
use the same pair of OFF_RAW tagged frames for all EXPTIMB® ffames signal is integrate on a user
defined regionllx, lly, urx, ury ) before Linearity computation. If the parametmilapseis set to FALSE, the
recipes expects the same kind of input as the detmon_ircigegi.e. one pair of OFF_RAW frames for each
ON_RAW pair.

The number of distinct EXPTIME values among input framestrbesat leasbrder + 1 as well.

1.2.2 Output

The following table lists all possible products of this geei Please note that not all of them are always created.
Creation of some of these products depends on the valuegshwd input parameter(s).
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If no modification is done to the default behaviour, this pecproduces only the first 2 products in the list.

Further details about conditions for product creation carfidund along this section.

Default recipe filename

PRO.CATG

Short description

detmon_opt_lg_linearity_table.fitsDET_LIN_INFO
detmon_opt_Ig_gain_table.fits
detmon_opt_lg_coeffs_cube.fits| COEFFS_CUBE| Coefficients cube
detmon_opt_Ig_bpm.fits

detmon_opt_Ig_diff_flat_i.fits
detmon_opt_Ig_autocorr_i.fits

GAIN_INFO

BP_MAP_NL
DIFF_FLAT
AUTOCORR

Linearity Table
Gain Table

Bad pixel map
Difference images
Autocorrelation images

Both Linearity and Gain Tables are created in all possibération cases. The last two products are genereated

only if autocor is set to TRUE.

Content of the Linearity Table

For each distinct EXPTIME value, this table logs:

Name Description

EXPTIME Detector Exposure Time in s

MED Median intensity of(on; — of f1) + (on2 — of £2)]/2

MEAN Mean intensity of(ony — of f1) + (ong — of f2)]/2
MED_DIT Ratio MED / DIT

MEAN_DIT Ratio MEAN / DIT

ADL Column DIT multiplied by mean value of column MED_DIT
ESO DET WIN1 UIT1| Corresponding raw frames FITS keyword values

Content of the Gain Table

For each distinct EXPTIME value, this table logs:

Name Description

EXPTIME Detector Exposure Time in s

MEAN_ON1 Mean intensity obn; (< ong >)

MEAN_ON2 Mean intensity obny, (< ong >)

MEAN_OFF1 Mean intensity obf f1 (< of f1 >)

MEAN_OFF2 Mean intensity obf fo (< of fo >)

SIG_ON_DIF Standard deviation inn; — ony  (0ondif)

SIG_OFF _DIF Standard deviation inf fi — of fo (0offdaif)

GAIN (<oni1>+<ono>)—(<of fi>+<of f2>)
(Jgndif_ogfdif)

AUTOCORR Autocorrelation factor

GAIN_CORR GAIN / AUTOCORR

ADU (<ony >+ <ong >)—(<offi>+<offo>)/2
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X_FIT Independent (X) variable used in the fit
X _FIT_CORR Independent (X) variable used in the fit (differs from X_FfRutocorrelation active
Y _FIT Dependent () variable used in the fit
Y_FIT_CORR Dependent (Y) variable used in the fit (differs from Y_FIT @etrrelation active)

ESO DET WIN1 UIT1| Corresponding raw frames FITS keyword values

The Coefficients Cube is created onlyik2pix is set to TRUE. It contains as many planeeger + 1, each
pixel in planei containing the value of the coefficient or ordef the fitting computed for that position.

The Bad Pixel map depends on information contained in thdfiCemts Cube, so it is created together with it.
Its content may vary depending bpmbin.

If bpmbin is set to FALSE (default behaviour for this recipe), eactepbas an integer value, power of 2 or
combination of powers of 2. Powerof 2 means that pixel deviates from the median polynomiaffiient

of orderi computed on each plane of the polynomial coefficient cube byenthatkappa times the sigma
determined on the same plane.

If bpmbin is set to TRUE, then the Bad Pixel Map will be a binary one, amihg only O for correct pixels and
1 for all possible bad ones.

The Difference and Autocorrelation images are only cre#t@termediate is set to TRUE (default behaviour
for this recipe is FALSE). They represent intermediate st&fthe Autocorrelation factor computation.

1.2.3 Quality control

Lamp flux QC LAMP FLUX in ADU/s.

Detector gain  The computed gain, QC GAIN, and the corresponding Measuyedr® error, QC GAIN ERR,
both ine~/ADU units and its inverse QC CONAD in ADU/, and the autocorrelation factor QC AUTCORFA.

Fixed Pattern Noise The detector Fixed Pattern Noise, QC FPN.

And from the linearity part of the recipe:

Lamp flux RMS  The RMS of the lamp flux (QC LAMP STD).

Non linear coefficients The polynomial fit coefficients (QC LIN COEFi, i=0-2) and theresponding errors
(QC LIN COEFi ERR).

Effective non linearity An additional QC parameter is QC LIN EFF, the effective nmérity correction at
a reference user defined levef _level: Q'(ref_level).
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Number of non polynomial pixels The recipe monitors the number of pixels deviating from thi/pomial

fit (QC NUM BPM).

1.2.4 Parameters

- - et hod

--order
- - kappa
--niter
--11x

--lly

--urXx

--ury

--ref | evel
--internediate
--autocorr
--col | apse
--rescal e

- - pi X2pi x

- - bprbi n
--m
--filter
--n

--tol erance
- - paf nane
--exts
--11x1

--1lyl

--urxl

Met hod to be used when conputing GAIN. Met hods
appliable: <PTC | MED>. By default PTC nethod will be
applied. [PTC]

Pol ynom al order for the fit (Linearity). [3]

Kappa val ue for the kappa-sigma clipping (Gin). [3]
Nunmber of iterations to conmpute rnms (Gain). [5]

x coordinate of the |lower-left point of the region of
interest. If not nodified, default value will be 1.
[-1]

y coordi nate of the lower-left point of the region of
interest. If not nodified, default value will be 1.
[-1]

x coordi nate of the upper-right point of the region of
interest. If not nodified, default value will be X

di mensi on of the input image. [-1]

y coordi nate of the upper-right point of the region of
interest. If not nodified, default value will be Y

di mensi on of the input inmage. [-1]

User reference | evel. [10000]

De-/ Activate internmedi ate products. [ FALSE]
De-/Activate the autocorr option. [FALSE]

De-/ Activate the col |l apse option. [ TRUE]

De-/Activate the inmge pair rescaling option. [ TRUE]
De-/ Activate the conmputation with pixel to

pi xel accuracy. [ FALSE]

De-/ Activate the binary bpm option. [ FALSE]

Maxi mum x-shift for the autocorr. [26]

Upper limt of Median flux to be filtered. [-1]

Maxi mum y-shift for the autocorr. [26]

Tol erance for pair discrimnation. [0.001]

Specific nane for PAF file. [detnon_opt _Ig]

Activate the nulti-exts option. [O0]

x coord of the lower-left point of the first field
used for contam nation neasurenent. |If not nodified,
default value will be 1. [-1]

y coord of the lower-left point of the first field
used for contanination neasurenent. |If not nodified,
default value will be 1. [-1]

x coord of the upper-right point of the first field
used for contanination neasurenent. |If not nodified,
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default value will be X dinension of the input inmage.
[-1]

--uryl y coord of the upper-right point of the first field
used for contam nation neasurenent. |If not nodified,
default value will be Y dinension of the input inmage.
[-1]

--11x2 x coord of the lower-left point of the second field
used for contam nation neasurenent. |If not nodified,
default value will be 1. [-1]

--lly2 y coord of the lower-left point of the second field
used for contam nation neasurenent. |If not nodified,
default value will be 1. [-1]

--urx2 x coord of the upper-right point of the second field
used for contam nation neasurenent. |f not nodified,
default value will be half of the X di nension of the
i nput imge. [-1]

--ury2 y coord of the upper-right point of the second field
used for contam nation neasurenent. |f not nodified,
default value will be half of the Y dinmension of the
i nput inmage. [-1]

--11x3 x coord of the lower-left point of the third field
used for contam nation neasurenent. |If not nodified,
default value will be 1. [-1]

--11y3 y coord of the lower-left point of the third field
used for contam nation neasurenent. |f not nodified,
default value will be half of the Y dinension of the
i nput inmage. [-1]

--urx3 x coord of the upper-right point of the third field
used for contami nation neasurenent. |f not nodified,
default value will be half of X dinension of the
i mge. [-1]

--ury3 y coord of the upper-right point of the third field
used for contam nation neasurenent. |If not nodified,
default value will be Y dinension of the imge. [-1]

--11x4 x coord of the lower-left point of the fourth field
used for contam nation neasurenent. |f not nodified,
default value will be half of X dinension of the
i mge. [-1]

--1ly4 y coord of the lower-left point of the fourth field
used for contamni nation neasurenent. |f not nodified,
default value will be half of the Y dinension of the
i nput inmage. [-1]

--urx4 x coord of the upper-right point of the fourth field

used for contam nation neasurenent. |If not nodified,
default value will be X dinension of the imge. [-1]



Doc: VLT-MAN-ESO-19500-484¢
Detector monitoring recipes User [issue: Issue 1.2.(

Manual Date: Date 2012-03-07
Page: 16 of 36

ESO

--ury4 .y coord of the upper-right point of the fourth field
used for contam nation neasurenent. |If not nodified,
default value will be Y dinension of the input inmage.
[-1]

--11x5 : x coord of the lower-left point of the fifth field
used for contam nation neasurenent. |If not nodified,
default value will be half of the X dinension of the
i nput inmage. [-1]

--11y5 .y coord of the lower-left point of the fifth field
used for contanination neasurenent. |If not nodified,
default value will be 1. [-1]

--urxb5 : x coord of the upper-right point of the fifth field
used for contam nation neasurenent. |If not nodified,
default value will be X dinension of the imge. [-1]

--ury5b .y coord of the upper-right point of the fifth field
used for contamination neasurenent. |If not nodified,
default value will be half of Y dinmension of the
i nput imge. [-1]

--saturation_ limt : all franes with nean saturation above the lint would
not be used in calculation. [65535.0]
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2 Algorithms

In this section the main algorithms implemented within tretdator Monitoring Project are described.

Relevant data reduction parameters are typdmbld face. For convenience we omit the common prdgtmon.
for the recipe description as well as the step prefix namehi@atgorithm description.

2.1 Basic Algorithms
2.1.1 Histogram computation

This algorithm build an histogram of the input frame intéysialues. Input parameters are the minimum and
maximum allowed frame intensity valudssto_min, histo_maxin order to remove the contribution of thresh-

old pixels, and the number of histogram sampling polritso_npoints The interval histo_min, histo_may

is divided in equal steps of s'z"BSt"hig’;;ﬁx;ggfé‘zs min and an histogram of the frame intensity values is build.
The histogram maximum and its corresponding bin is detezthitthis is the frame intensity clean mean). Then
a Gaussian is fit to the histogram. The Gaussian sigma gieegame intensity clean sigma. To make the fit
more robust one may fit the logarithm of the intensity as ationcof the square of the histogram frequency

(abscissa). This is a linear function and the correspontfiirsipould be quite robust and reliable.

2.1.2 lteratives clean mean and sigma computation

This algorithm computes a clean mean and standard devititiongh iterative kappa-sigma clipping of out-
liers. At each iteration the value of the clean mean and siggmapdated. Optionally the user may set the
minimum and maximum allowed intensity valugkréshold_min, threshold_ma. Initially the input frame
intensity values outside the intervahfeshold_min, threshold_may are flagged to remove their contribution
from the following operations. Then an initial value of thgeinsity mean and stdev are computed. A loop is
repeatedhiter iterations, and in each iteration are clipped intensitygalwhich are outside the interval [mean-
kappa*stdev,meankappa*stdev]. The final values of mean and stdev are the clean fiateasity mean and
sigma.

2.1.3 Detector contamination computation: detmon_nir_cotamination, NIR domain

This recipe measures the median flux in five fields of a redueg¢éiéld. Input are a set of pairs of on/off frames.
For each pair the off frame is subtracted from the on frameenTihe median flux of 5 user definable reference
regions (Ixi, llyi, urxi, uryi , i=1-5) is computed. From the computed values of each nefereegion one takes
the median and defines the following QC parameters: QC CONTANI-5).

2.2 General Algorithms

There are 2 different methods to compute the Gain, PhotamsteaCurve (PTC) and Median. We explain them
here:
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2.2.1 PTC and MED Algorithms for Gain computation
To measure the detector’s gain, a single algorithm is impleied common to both optical and infrared wave-

length domains. In optical and infrared domain, the inpufifeerent. In the following description what we
indicate a%ff frame is in the near infrared an off-lamp frame, but in thaagtdomain is a bias frame.

Input frames for NIR are a set of pairs of on/off flats, eachvg#t a different DIT.
If we indicate withong; ¢ the on frames difference:

Ongif = ong — ony (1)
If we indicate witho f,; r the off frames difference:

ofaif =of2—ofi 2

If we indicate withmon; the on frame clean mean (obtained either with the algorighinl or with the al-
ghorithm2.1.2 relative to the integration time (EPTIME or DIT)

mon; = mean(on;) (3)

And with mof; the similar off frames clean mean:

mof; = mean(of;) (4)

One may find the gain by fitting the following linear (one magweyVit a parabola and verify that the coefficient
of the quadratic term is small enough, this being a QC parametlation:

(mony + mong) — (mofi +mofa); = NDIT x gain(e_/ADU)(Jgndif - Jgfdif)ioz (5)
wherea is the autocorrelation function computed as:

o= Z Ryn (6)

where:

>i Vi * Vitm,j+n
Ry = =12 ’ )
mn 2 Vi

whereV; ; is the intensity of the pixe(i, j).

The values ofnony, mofa, mofi, mofa, ob,q: 5 oonai s from equations together with the values of the frame
exposure time (DIT or EXPTIME) for each frame set should gk in the corresponding columns of the
product table having PRO.CATG set to GAIN_INFO.
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If the parametemethod is set to PTC (Photon Transfer Curve method) the gain is obtawith a linear fit of
the values in egb. Else, if themethod is set to MED, the gain is obtained computing a simple medfahe
gain values that can be obtained with equaton

conad = gain~* (8)

The gain and its error are computed and logged as QC paraa{@€rGAIN, QC GAIN MSE, inr=—/ADU and
QC CONAD in ADU/e~, QC AUTCORFA).

In eq.5itis critical to compute a clean mean and a clean standanatit@v. Two methods are possible:

1. Build a histogram and compute the histogram centre amdss@.1.1).

2. Determine the mean and standard deviation repeatieg a clean mean computation with kappa-sigma
cleaning of bad pixels2(1.2.

Saturation Limit Frames with saturation level above the limit, defined by ghauration_limit parameter
value, and all the following frames (with exposure time daquareater than the one of the first saturated frame)
are not considered into the calculation. The same rule id f®dhe calculation of the detector linearity.

Empty frames In some cases, an extension could contain O values for algpand the gain can not be
computed. For example it in the windowing mode of CRIRES tsieahd 4th detectors have all pixels values
set to 0. Such event is caught and the gain, the linearityficeefts and the FPN are not computed. The recipes
(detmon_opt_Iganddetmon_ir_Ig) produce the following warning:

[ WARNI NG detnon_ir_Ig:
An enpty frame has been detected, linearity, coeffs, gain, FPN values will not

The output products for the "empty" extension will:

e miss QC parameters GAIN and GAIN_ERR;
e have QC.LINEFF seet to O;

have the gain table with 0 values;

have the COEFFS_CUBE product containing 0 values for theptghextensions;

e have the BP_MAP_NL product (bad pixels map) with all pixets marked as "bad".

2.2.2 Detector linearity computation (IR): irplib_detmon_nir_linear

The input interface is the same to irplib_detmon_gain, ihebr each exposure time value two pairs of frames
(a pair ON and a pair OFF) are provided. The input frames DPRvied should be (we recommend the
following, but each instrument pipeline may decide to addgb different values):
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DPR CATG | DPR TECH| DPR TYPE
CALIB IMAGE LINEARITY,FLAT,DETCHAR

For each exposure time value, two difference frames are atedpdi f1 = on1 — of1 anddifo = ong — ofs.
These two difference frames are then averaged pixel by .pikben the mean and the median values of the
difference frame in a rectangle defined Iby, lly, urx andury, are computed and written in the output table
(PRO.CATG=LIN_INFO), in the column MEAN and MED, togetheitiwthe corresponding pair integration
time (DIT or EXPTIME), and the corresponding ratio, MEAN_TDand MEAN_DIT.

Each average frame corresponding to a given DIT value igdtiora different plane of cube. Then for each x,y
pixel intensity 1(x,y,t) is computed a polynomial fit of orderder in direction t.

Qz,y,t) = Y cila,y)t’ 9)
1l,order
! - Q(:Cayat)
Q (:Cayat) - cl(ac,y)t (10)

The corresponding coefficients are stored in a cube of sizmder. This is a recipe product (LIN_COEF).
From each cube plane are computed the corresponding meaidrstandard deviations. Those values are used
to identify bad pixels (threshold pixels, trap columns, dipaels, non linear pixels, noisy pixels). Bad pixels
are flagged and stored in a corresponding bad pixel map. Thigmeand standard deviation computation is
repeated to remove the contribution of bad pixels. Findlg/median and standard deviation of each coefficient
plane are monitored as quality control parameters (QC LINNEDQC LIN COEFi ERR).

QY= > at (12)
l,order

Q=4 (12
c1

Alternatively the detector linearity may be monitored oa frame obtained by integrating the signal over a user
defined (Ix, Ily, urx, ury ) detector region.

For each input frame on-off pair the difference frame is cated: dif = on — of. Each frame difference
is stored on an imagelist. Then the clean mean/median andasthdeviation are computed on a given frame
region (Ix, lly, urx, ury ). Those values are computed for each frame difference amddsin a vector. Then
computed a polynomial fit of orderder of vector values is computed:

Pt)y= > at’ (13)
1,order
P =2 14)
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The corresponding coefficients are monitored as quality control parameters (QC LIN COER,IQN COEFi
ERR).

Note thatQ’(¢) (or P’ (t)) is independent from the lamp flux.
The correction that can be applied in a later step of the ciesamuld be:

Icorrected = Ioriginal/Ql (t) (15)

A map of deviating pixels is also generated. Those pixelshr@@®ne which deviate by more thkappa sigma
by the fit, where sigma is the standard deviation of the pdiots the fit.

Indeed several bad pixel masks can be obtained: A map otiblcepixels (pixels with intensities beyond a
giventhreshold). A map of dead pixels (pixels for which tlg - or the corresponding pixel intensity - is below a
minimum thresholdhreshold_min). A map of trap pixels (pixels for which, deviates more thkappa*sigma
by the median ofy). A map on non linear pixels (pixels which deviates more tkappa* sigma from the
linear behaviour-or pixels whosg deviates more thakappa *sigma from the median of; (x,y)). A map

of non quadratic pixels (pixels which deviates more tkappa* sigma from the quadratic behaviour-or pixels
whosec, deviates more thakappa*sigma from the median ofy(z, y)).

An additional QC parameter is QC LIN EFF, the effective nimedrity correction at a reference user defined
levelref_level Q' (ref_level).

2.2.3 Detector linearity computation (optical): irplib_detmon_opt_linear

Pixel to pixel linearity computation The algorithm is almost identical to irplib_detmon_nindar, with the
difference that usually one does not have as many biased &slfla. In that case in computing the differences
difi = oni1 — of f1 anddifs = ony — of f5, theof f frames should be considered either always the same two
raw biases in the input list (which set as requirement to leveast two raw biases), or the same master bias
(which allows to have in input any number of raw biases or eveeference master bias frame, in which case
of fa = of fi = MBIAS).

Mean linearity computation In this case (or more generally if tloellapseoption is activated as by default in

optical domain) the linearity is computed in a similar wayhe NIR (pixel to pixel), but a master bias frame is
used in place of an off frame and instead of performing a fix@lixel computation the signal is first integrated
over the pixels within a given rectangle.

2.2.4 Fixed Pattern Noise determination

The linearity recipe computes also the detector fixed patierse.

At first it is selected the input not saturated flat frame whik maximum flux. To make sure that a frame is
not saturated the user can specify a threshold value witinfhe parametethresh. Then the recipe does not
consider all the frames having flux greater than the thresbokexposure time greater of the first frame having
flux above the threshold. This second condition is requiceshake sure that “super-saturated” frames (frames
saturated but with flux bbelow the threshold) are considered
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Then it is computed the robust noise over a given regieh (Ix,ref_Ily, ref_urx, ref _ury )

This operation can be performed using two possible methods:

1. HISTOGRAM. An histogram over a user specified region is potad and a Gaussian fit is performed.
The sigma of the fit is considered, be tlfig;.

2. SMOOTH. High spatial frequency variations in the sigmalsanoothed by a squared filter of sfpa_smooth
x fpn_smooth wherefpn_smoothis a recipe input parameter. Then the smoothed image is tiaeda
by the median computed over the user defined region, and théstogram method is applied to the
normalized image. This results again intdg; value.

This is smoothed with a squared filter of sipm_smooth x fpn_smooth wherefpn_smoothis a recipe input
parameter, and then normalized by the median of the flat fradimally the fixed pattern noisgpn is given by
the following formula:

FA

fpn[ADU] =\ | Fy — —
gain

whereF A is the median flux value over the same frame. and gain is tleetetgain value previously computed
by the same recipe.

Finally the recipe compute the ratio:

fon

fonr =

This last value is log as QC parameters (QC.FPN).

2.3 Recipe Algorithms
2.3.1 detmon_ir_lg, detmon_opt_Ig

This section describes the algorithm used for Linearity @aih computation both in the IR and in the optical
domain. Both are described here together, as they are, tirtffi@csame algorithm with different default values.
Additions specific to the optical domain will be detailedla £nd of this section.

e After an initial check on the input data, the recipe paramsetthe number of extensions in the input
frames is determined.

e The recipe looks for frames tagged ON and frames tagged Ofteimput set of frames file. Frames
with no tag or unrecognized tag are simply ignored. In thécaptase ON corresponds to FLAT frames
and OFF, to BIAS frames. The boolean paramet#iapseis by default inactive in the IR case and active
in the optical one.

Then the ON (and in IR, amllapse=FALSE, also the OFF frames) are ordered by increasing DIT.
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e Then for each input frame extension the following operatiare performed:

e A table to hold results of the detector’s gain computatiocré&ated with the following columns:
DIT (in NIR domain) or EXPTIME (in optical domain), MEAN_ONMEAN_ON2, MEAN_OFF1,
MEAN_OFF2, SIG_ON_DIF, SIG_OFF_DIF, GAIN, AUTOCORR, GAIRORR, ADU, X_FIT, X_FIT_CORR,
Y _FIT.

e A table to hold results of the detector’s linearity compigtatis created with the following columns:
DIT (in NIR domain) or EXPTIME (in optical domain), MED, MEANVED_DIT,MEAN_DIT, ADL.

e If collapse=FALSE (default value for NIR domain) a lamp stability cheslperformed. The recipe:
— controls that ON and OFF frames are taken with the same (wélgiven threshold, set to 0.001 s)
integration time (DIT in NIR and EXPTIME in optical domain).
— verifies that frames used to verify the lamp stability arecwisecutive.
— verifies that there are enough (at least 3) frames to perfostalality check
— For each frame pair determines the median of the frame differ ON - OFF.

— then determines the maximum relative difference to thefiaét This is an output QC parameter of
the recipe (ESO.QC.LAMP.STAB).

— Finally verifies that this maximum is less then 0.01.

e Then a frame pair of same integration time is extracted.

In the IR casedollapseinactive) we seek for pairs (sets of 2 frames having equabsx@ time) in both
ON and OFF sub-framesets. The recipe requires in this cate@s pair to have a matching OFF pair.

In the optical casecpllapseactive) we seek only for ON pairs. There must be an OFF subdsst, but
its characteristical integration time doesn'’t need to naite one of the ON frame.

o if(filter > 0) the median of each pair on a a region defined by paramibtetty, urx, ury is determined.
If one of the two computed medians exceeds a given threspelcified by the parametéitter, the given
pair is not considered in the following data reduction.

o if(filter < 0)

— if collapse=TRUE a pair of off frames is extracted from the correspogdiame set. Else, i€ol-
lapse=FALSE, (default case for optical domain), the previoustynputed master bias is considered
as reference off frame.

— If the optionrescaleis active (escale=TRUE), each first frame of a pair is rescaled to the median
value of the second one, to reduce illumination differerdigs to possible residual lamp instability.
This is particularly efficient (and necessary) when autaaation factor (optiorautocorr is taken
into account for Gain computation. Once all pairs have bagged (and rescaled, if required),

— The detector linearity is measured (s28.20r 2.2.3.
— In optical domain the detector contamination is determined

— Finally the detector gain is measured. There are two pasgitticedures for Gain computation (de-
pending on the optiomethod, see2.2.1and2.2.1) and two for Linearity computation (depending
on the optiomix2pix, see2.2.2and2.2.3.
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Count rate
From the first frame set the lamp count rate is computed as:
o mean(ony — of f1) (16)

exptimey

monitored as a quality control parameter (QC LAMP FLUX in AIBY
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3 Usage of common detlin recipe across instruments

Here we give brief information how to execute a common re¢ip®ur case detmon_opt_|lg or detmon_ir_Ig)
to reduce data from different instruments. More informaten EsoRex can be found on [3] and the relevant
links. The main EsoRex features can be obtained by typingpomeand line:

esorex =help

We do not recommend to use the environment variables (asatatl by the esorex on line help) to set the

possible parameters but instead to use the appropriatexesommand line options.

3.1 How to execute an instrument specific and detmon pipelirse

The user has to:

1. To customize EsoRex behavior, the user can possible byhedile SHOME.esorexesorex.rc that can be

generated by typing

esorex =create-config

2. For example the user may indicate the location of theunstint pipeline recipes by setting a proper value

to the variable

esorex.caller.recipe-dir

The EsoRex configuration file may also be specified on commiapdoly setting the esorex command

line option =config

3. The user may want to customize a given instrument pipdletevior with a specific configuration file.

This setting may be part of the Association Block (AB).

This can be done by using therecipe-config esorex parameter option.

4. The user may eventually pass on the command line a givemeder list with appropriate values.

3.2 Handling parameter setting priorities

The esorex and recipes parameters are prioritized as fellow

1. esorex has some default behavior.

2. The file $SHOME.esorexesorex.rc may be edited to custothezesorex default behavior.

3. The file passed as esoregoenfig parameter has precedence on previous settings.

4. Each recipe has a default behavior.

5. The file $HOME.esorexrecipe.rc may be used to customiedtipe behavior.
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6. The file passed as esorerecipe-config parameter value has precedence of the pievéeipe parameter
settings.

7. Any additional parameter passed on command line hasgace on previous settings.

3.2.1 How to activate instrument specific and detmon pipelies

The command

esorex =create-config
generates the configuration file
$HOME/.esorex/esorex.rc

that specifies relevant esorex configuration parametersordar to activate instrument specific and detmon
pipelines the user has to set the variable esorex.catigraglir to:

esorex. cal l er.recipe. dir=/home/ qual i ty/ pipelines/{pipeline_instrume_version}:
[/ horre/ qual i ty/ pi pelines/detnon_{version}

where{ pi pel i ne_i nst runme_ver si on} indicates a given instrument specific pipeline release and
det mon_{ver si on} indicates a a given detmon pipeline release. For example

esorex. cal l er.reci pe.dir=/hone/ quality/ pipelines/fors2-4.6.6:
/ home/ qual i ty/ pi pelines/detnmon-1.0.0

Is a possible setting.

The user can verify at the command line what recipes areablaiby typing:

esorex --recipes

3.2.2 How to de-activate detmon pipelines

To deactivate detmon recipes it is sufficient to remove theesponding installation path location from the
esorex.caller.recipe.dir setting:

esorex. cal l er.recipe.dir=/honme/ quality/pipelines/{pipeline\_instrume\_version}

For example:

esorex. cal l er.recipe.dir=/home/ quality/pipelines/fors2-4.6.6
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3.2.3 How to specify instrument-specific input parameters

A recipe may be tailored to a given instrument by setting #levant parameter in an instrument configuration
file and then passing this on the esorex command line, like:

esorex —recipe-config=detmon_opt_fors2.rc detmon_ggors_detmon_opt_lg.sof
where the file fors_detmon_opt_fors2.rc will look like:

File: /home/anondigli/.esorex/detnon_opt _lg.rc

Note: This configuration file has been autonmatically
generated by the esorex (v3.8.3) program

Date: 14-Cct-2010 10: 52: 40

HoHHOH R R HH

# --nethod

# Method to be used when conputing GAIN. Methods appliable: <PTC | MED>. By
# default PTC nethod will be applied

det non. det non_opt _I| g. net hod=PTC

# --order
# Pol ynomi al order for the fit (Linearity).
det non. det non_opt _| g. or der =2

# --kappa
# Kappa val ue for the kappa-sigma clipping (Gain).
det non. det non_opt _| g. kappa=4. 0

# --niter
# Nurmber of iterations to conpute rns (Gain)
det non. det non_opt _| g. niter=5

# --11x
# x coordinate of the lower-left point of the region of interest. If not
# nodi fied, default value will be 1.

det non. det non_opt _I g. | | x=1

#--1ly
# y coordinate of the lower-left point of the region of interest. If not
# nodi fied, default value will be 1.

det non. det non_opt _I g. | 1y=6

# --urx
# x coordinate of the upper-right point of the region of interest. If not
# nodi fied, default value will be X dinension of the input inmage

det non. det non_opt _I g. urx=2048

# --ury
# y coordinate of the upper-right point of the region of interest. If not
# nodified, default value will be Y dinension of the input image

det non. det non_opt _I g. ury=1029

# --ref_leve
# User reference |evel.
det non. det non_opt _I g. ref _I evel =10000

# --internediate
# De-/Activate internmediate products
det non. det non_opt _| g. i nt er nedi at e=FALSE
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# --autocorr
# De-/Activate the autocorr option
det non. det non_opt _| g. aut ocorr =FALSE

# --col | apse
# De-/Activate the coll apse option
det non. det non_opt _I g. col | apse=TRUE

# --rescale
# De-/Activate the i mage rescal e option
det non. det non_opt _| g. rescal e=TRUE

# --pix2pix
# De-/Activate the conputation with pixel to pixel accuracy.
det non. det non_opt _I g. pi x2pi x=TRUE

# --bpnbin
# De-/Activate the binary bpm option
det non. det non_opt _| g. bpnbi n=FALSE

#--m
# Maxi mum x-shift for the autocorr.
det non. det non_opt _I g. mF26

# --filter
# Upper limt of Median flux to be filtered
det non. detnon_opt _Ig.filter=-1

# --n
# Maxi mumy-shift for the autocorr.
det non. det non_opt _I g. n=26

# --tolerance
# Tol erance for pair discrimnation
det non. det non_opt _| g. tol erance=0.1

# --pafnane
# Specific name for PAF file
det non. det non_opt _I g. paf name=det non_opt _I g

# --exts
# Activate the nulti-exts option
det non. det non_opt _I g. ext s=0

# --fpn_nethod
# Method for conputing Fixed Pattern Noise (SMOOTH or H STOGRAM .
det non. det non_opt _I g. f pn_nmet hod=H STOGRAM

# --fpn_snooth

# tenplate size in pixels for snoothing during FPN conputation (only for SMOOTH

# net hod) .
det non. det non_opt _I g. f pn_snoot h=13

# --saturation_limt

# all frames with nean saturation above the limt would not be used in

# cal cul ation.
det non. det non_opt _I g. saturation_|imt=65535.0

# --11x1

# x coord of the lower-left point of the first field used for contanination

# neasurenent. |f not nodified, default value will be 1.
det non. detnon_opt _I g. | I x1=-1

#--11yl

# y coord of the lower-left point of the first field used for contanination



o _ Doc: VLT-MAN-ES0-19500-484¢
Detector monitoring recipes User [issue: Issue 1.2.4

ESO ]
Manual Date: Date 2012-03-07

Page: 29 of 36

# neasurenent. |f not nodified, default value will be 1.
det non. detnon_opt _1 g. 1 lyl=-1

# --urxl
# x coord of the upper-right point of the first field used for contanination
# nmeasurenent. |If not nodified, default value will be X dinension of the

# input inage
det non. det non_opt _| g. urx1=-1

# --uryl

# y coord of the upper-right point of the first field used for contami nation
# measurenment. |f not nodified, default value will be Y dinension of the

# input inage

det non. det non_opt _| g. uryl=-1

# --11x2
# x coord of the lower-left point of the second field used for contam nation
# measurenent. |If not nodified, default value will be 1.

det non. det non_opt _I g. | | x2=-1

#--11y2
# y coord of the lower-left point of the second field used for contanination
# measurenent. |If not nodified, default value will be 1.

det non. detnon_opt _l g. 1 1y2=-1

# --urx2

# x coord of the upper-right point of the second field used for contani nation
# measurenment. |f not nodified, default value will be half of the X dinmension
# of the input inage.

det non. det non_opt _| g. urx2=-1

# --ury2
# y coord of the upper-right point of the second field used for contanination
# measurenent. |If not nodified, default value will be half of the Y dinension

# of the input inmge.
det non. det non_opt _| g. ury2=-1

# --11x3

# x coord of the lower-left point of the third field used for contami nation
# measurenment. |f not nodified, default value will be 1.

det non. det non_opt _1 g. | I x3=-1

# --11y3
# y coord of the lower-left point of the third field used for contanination
# measurenment. |f not nodified, default value will be half of the Y dinension

# of the input inage.
det non. det non_opt _l g. 1 1y3=-1

# --urx3

# x coord of the upper-right point of the third field used for contami nation
# measurenment. |f not nodified, default value will be half of X dinmension of
# the inmage

det non. det non_opt _| g. urx3=-1

# --ury3

# y coord of the upper-right point of the third field used for contanination
# measurement. |f not nodified, default value will be Y dinmension of the

# i mage.

det non. det non_opt _| g. ury3=-1

# --11x4

# x coord of the lower-left point of the fourth field used for contami nation
# measurenment. |f not nodified, default value will be half of X dinmension of
# the inmage

det non. det non_opt _I g. | | x4=-1
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# --11y4
# y coord of the lower-left point of the fourth field used for contanination
# nmeasurenent. |f not nodified, default value will be half of the Y dinension
# of the input inmge.
det non. detnon_opt _1 g. | y4=-1
# --urx4
# x coord of the upper-right point of the fourth field used for contani nation
# measurenment. |f not nodified, default value will be X dinmension of the
# i mage.
det non. det non_opt _| g. ur x4=-1
# --ury4d
# y coord of the upper-right point of the fourth field used for contanination
# nmeasurenent. |f not nodified, default value will be Y dinmension of the
# input imge
det non. det non_opt _| g. ury4=-1
# --11x5
# x coord of the lower-left point of the fifth field used for contanination
# measurenment. |f not nodified, default value will be half of the X di nension
# of the input inage.
det non. det non_opt _I g. | | x5=-1
# --11y5
# y coord of the lower-left point of the fifth field used for contamination
# measurenment. |f not nodified, default value will be 1.
det non. detnon_opt _1 g. I y5=-1
# --urx5
# x coord of the upper-right point of the fifth field used for contami nation
# measurenment. |f not nodified, default value will be X dinmension of the
# i mage.
det non. det non_opt _| g. ur x5=-1
# --uryS
# y coord of the upper-right point of the fifth field used for contani nation
# nmeasurenent. |f not nodified, default value will be half of Y dinmension of

# the input image.
det non. det non_opt _| g. ury5=-1

#
# End of file

In case of NIR data the syntax is similar. As far as we know, @&ehing reduces pipeline data by generating
and processing Association Blocks (ABs). Those ABs defimeraéthings, including the actual command to be
executed. We recommend to modify that command by specifyimgddition to the actual instrument specific

recipe name, eventual parameter list, and set of framesaghsrameter setting like:

--reci pe-config=detnon_opt_fors2.rc

Note that a first version of the detmon_opt_fors2.rc can bigeted by the pipeline developer but need to be
maintained either by the QC scientist or in agreement with@C scientist, who is the best person to verify
and eventually improve the values of the parameters thas@eeified in that configuration file, depending on
the instrument operations needs and history. An up to dsitefliinstrument specific rc files can be found on:

http://www.eso.org/ gc/docu/detmon/index.html
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3.2.4 Processing linearity data with multi extensions

The linearity recipe provides one parametxis, to control the recipe behavior with data having a different
number of extensions. The parameter default value is -1hithdase the recipe process all extensions present
and generates products having a number of extensions exjtre bne of the raw data. If the user would like
to process a given extension (n), the value n (n=0,1,..N;dt& humber of extensions), should be used. In this
case the recipe will generate products with only one extensbntaining results corresponding to the extension
indicated on command line.

3.2.5 Instrument specific configuration files

Current lingain recipes implementation have been verifidith weveral operational PLS pipelines. Some of
them require some parameter to be different from the def&dt highlight below those:

uT1

e CRIRES

Il x=1

[1y=15

ur x=1024
ury=345

ref | evel =6000
met hod=PTC
exts=-1

e FORS2 (parameter values provided by ESO QC scientist)

FORS2 _chi p2_2x2
"--] 1 x=202";
"--11y=323";
"--urx=1854";
"--ury=1027";
"--]]x1=928";
"--11y1l=575";
"--urx1=1128";
"--uryl=775";
"ol x2=202";
"--11y2=323";
"--urx2=402";
"--ury2=523";
"--]]x3=202";
"--11y3=827";
"--urx3=402";
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"--ury3=1027";
"--11x4=1654";
"--11y4=323";
"--urx4=1854";
"--ury4=523";
"--11x5=1654";
"--11y5=827";
"--urx5=1854";
"--uryb5=1027";

"--filter=60000";
"--ref | evel =40000";

FORS2 chi pl 2x2

"--]1x=181";
el ly=T";
"--urx=1861";
"--ury=963";
"--11x1=921";
"--11yl=365";
"--urx1=1121";
"--uryl=565";
"--11x2=181";
"e-lly2=T7";
"--urx2=381";
"--ury2=207";
"--11x3=181";
"--11y3=763";
"--urx3=381";
"--ury3=963";
"--11x4=1661";
"ol ly4=T7";
"--urx4=1861";
"--ury4=207";
"--11x5=1661";
"--11y5=763";
"--urxb5=1861";
"--ury5=963";

"--filter=62000";
"--ref | evel =40000";

FORS2 chi p2_1x1

"--11x=404";
"--11y=646";
"--urx=3708";

"--ury=2054";
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"--11x1=1856";
"--11y1l=1150";
"--urx1=2256";
"--uryl=1550";
"--11x2=404";
"--11y2=646";
"--urx2=804";
"--ury2=1046";
"--11x3=404";
"--11y3=1654";
"--urx3=804";
"--ury3=2054";
"--1]x4=3308";
"--11y4=646";
"--urx4=3708";
"--ury4=1046";
"--]]x5=3308";
"--11y5=1654";

"--urx5=3708";
"--uryb5=2054";
"--filter=60000";
"--ref | evel =40000";

FORS2 chipl 1x1

"--11x=376";

"--1ly=15";

"--urx=3713";
"--ury=1924";
"--11x1=1842";
"--11yl=730";
"--urx1=2242";
"--uryl=1130";
"o x2=376";
"--l1y2=15";

"o -urx2=776";
"--ury2=415";
"--]]x3=376";
"--11y3=1524";
"--Uurx3=776";
"--ury3=1924";
"--11x4=3313";
"--11y4=15";

"--urx4=3713";
"--ury4=415";
"--11x5=3313";
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"-.-11y5=1524";
"--urx5=3713";
"--ury5=1924";

"--filter=62000";
"--ref_| evel =40000";

uT2

e GIRAFFE

niter . 25
t ol erance 0.1

e UVES
pi X2pi X : TRUE

RED ARM
det non. det mon_opt _I g. exts=-1

e X-SHOOTER

uvB
"--filter=51000";
"--ref | evel =50000";

VI S
"--filter=53000";
"--ref | evel =50000";

NI R
"o x=871";
"--11y=709";
"--urx=1065";
"--ury=734",
"--ref | evel =10000";

uT3
e ISAAC

col | apse=f al se
pi x2pi x=f al se
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e VIMOS
order 2
kappa 4.0
Il x . 51
ur x . 2098
pi X2pi x . TRUE
t ol erance 0.1

¢ VISIR Executed with parameter defaults.

uT4

e HAWK-I
exts=-1
e NACO
ref level . 2000
e SINFONI

det non. detnmon_ir_1| g. kappa=9

det non. detnon_ir_| g.col | apse=fal se
det nron. det nmon_ir _| g. pi X2pi x=true
det non. detnon_i r _| g. bpbi n=true

Currently detmon library do not support VLTI instrumentsMBER, MIDI

VIRCAM is supported running detmon recipe with parametedtse-1

3.2.6 How to keep instrument pipeline and common recipe aliged

Once the linearity data reduction is delegated to a commmpeehat is instrument independent each instrument
specific corresponding recipe may be removed. This makediresponding software development indepen-
dent.

The residual dependency remains at OCA rule levels: eadhuiment template assigns to the relevant data
proper DPR keyword values. The instrument pipeline resptmsin agreement with the corresponding instru-
ment QC scientist, has to keep up to date the OCA rules in dodeigger the common recipe.

The data will be classified with a common tag: RAW_ON and ROWFO he data products will be classified
accordingly with a common tag (see recipe description).

In order to disentangle products from different instrunsetite QC scientist may write a small wrapper that
changes the products PRO.CATGs to make them instrumenhdepe(e.g. uses INSTRUME value as prefix).
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Note that the FITS header of those products may also stay iasfitone classify the products using both
PRO.CATG and INSTRUME value. An alternative possible sotytthat on the other hand requires to upgrade
the current recipe implementation, is to have a recipe imawameter to specify the PRO.CATG, or better, as
each recipe have several products, a prefix to be appendedhgeoducts to make it instrument dependent.

Due to usual SW development and pipelines and CPL upgrdue® will be often situations, where different
instrument accounts use pipeline versions with distinct @&¥sions. We expect that the DFS used by DFO
is updated more often than every 15 months (usually it isyeyear and we may expect some delay in the
transition to allow QC-Garching to complete operations mvjpus observing period).

PSD will take care that the shared detmon recipe must be ¢amiplith all operationally used CPL versions
(not older than 15 months).

3.2.7 How to write for COEFFS_CUBE product each extension ira separate file

For some instrument, for example OmegaCAM, the COEFFS_CpieHuct may have very large size. This
may be a problem for example for the tool that allows to digfiis.content. In case of multi-extension raw data,
to limit this problem, the user may set the parameterf f s_cube_split to TRUE, in which case are generated
as many images as the value of theler, each containing in separate extensions results of thesmonding
detector. Each image have PRO.CATG set to COEFF_CUBE_®i (@xder).

det non. det non_opt _| g. coeffs_cube_split=TRUE

The parameter is FALSE by default. It works for both IR andaadt
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